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Notice and Disclaimer 

 
Reference in this document to any specific commercial product, process, or service by trade name, 
trademark, manufacturer, or otherwise, does not necessarily constitute or imply its endorsement, 
recommendation, or favoring by MPL. These Guidelines are provided for informational and educational 
purposes only. Adherence to any recommendations included in these Guidelines will not ensure the 
prevention of the transmission of COVID-19. Furthermore, the recommendations contained in these 
Guidelines should not be interpreted as setting a standard of care, or be deemed inclusive of all proper 
methods of care nor exclusive of other methods of care reasonably directed to obtaining the same results. 
The ultimate judgment regarding the propriety of any of the recommendations contained herein must be 
made by each operator or facility in light of all the circumstances and conditions related to each individual 
operator and facility. These Guidelines and the conclusions and recommendations contained herein reflect 
the best available information at the time the Guidelines were prepared. All users of these Guidelines 
acknowledge and agree that information regarding the novel COVID-19 virus, its transmission and 
prevention and safe return to work protocols are constantly evolving based on ongoing and future 
research and data and that these Guidelines and their recommendations and protocols will likely change 
over time to reflect new research and data. The publisher, the authors, and contributors to these 
Guidelines do not warrant the accuracy of completeness of these Guidelines and assume no responsibility 
for errors, omissions or updates, or for injury or damage to persons or property arising out of or related to 
the use of information contained in this document. In no event shall the publisher (or its officers, directors, 
employees or agents), the authors and contributors be liable for any loss of profit or any other commercial 
damage or injury to persons or property caused or alleged to have been caused directly or indirectly by this 
document or its use. Images, graphics and photographs in this document are either the property of MPL or 
are used with permission of the owners. Use of these images by third parties is prohibited unless expressly 
given with MPL or any third party it deems necessary. Any unauthorized use of these images may violate 
copyright laws, trademark laws, the laws of privacy and publicity, and other applicable regulations. 
MPL does not approve, inspect, or certify any installations, procedures, equipment or materials for 
compliance with codes, recommended practices or standards. Compliance with a recommended practice is 
the sole and exclusive responsibility of the user and is entirely within their control and discretion. Any 
markings, identification, or other claims of compliance do not constitute certification or approval of any 
type or nature whatsoever by MPL. In issuing and distributing this document, MPL does not either (a) 
undertake to render professional or other services for or on behalf of any person or entity, or (b) 
undertake any duty to any person or entity with respect to this document or its contents. Anyone using 
this document should rely on his or her own independent judgment or, as appropriate, seek the advice of a 
competent professional in determining the exercise of reasonable care in any given circumstance. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 3 

 
Table of Contents 

                  
 
1 Scope and Purpose                Page 4
          
2 Definitions                Page 5 
             
 
3 Brief Overview of the Challenge of COVID-19            Page 6 
3.1 Nature of Coronavirus Spread 
3.2 Classifying Worker Exposure  
 
4 Lighting Rental Operations              Page 8 
4.1 Providing a Safe Workplace  
4.2 On-Site Customer Safety Protocol  
4.3 Technical Set Visits  
4.4 Equipment Return Planning  
4.5 Equipment Check-in Procedures  
4.6 Disinfecting and Cleaning Equipment  
 
5 Lighting and Grip Rental Operations             Page 18 
5.1 Employee Protective Measures  
5.2 Equipment Pickup and Returns  
5.3 Disinfecting and Cleaning Equipment  
5.4 Equipment Checkout/Check-in Procedures  
5.5 Sub-Rentals/Crew Equipment  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 4 

1. Scope and Purpose 
 
This guidance document recommends measures to be taken to prevent the spread of coronavirus for 
lighting equipment rental operations, facilities that rent sound stages, and for trucks and vehicles used or 
owned by rental companies. These Guidelines apply the principles recommended by the 
public health officials (as of the date of these Guidelines) to the tasks, equipment, and facilities of the 
professional rental community. In order to reopen, health departments may require employers to adhere 
to reopening protocols.  
 
● Protecting and supporting worker and customer health 
● Ensuring appropriate physical distancing 
● Ensuring proper infection control 
● Communicating with the public 
● Ensuring equitable access to services for vulnerable populations 
 
The rental community is dedicated to safely supporting productions. In order to return to work safely while 
there is still risk of community spread, the rental community recognizes the need to have safety 
procedures in place to minimize risk of transmission in the course of rental operations. The objective of 
this document is to provide a unified set of guidelines for the rental industry that address health and safety 
challenges related to the rental of production equipment and minimize risks to production companies, 
studios, and customers as well as rental company employees, In response to the immediate demand for 
guidance. This document has not been reviewed by health professionals or any government authority or 
agency. While this document is a “living document” that may be updated and revised from time to time as 
feedback and additional guidance is received, the publisher, authors, and contributors of these Guidelines 
do not represent or warrant that such updates or revisions will be made in a timely fashion; therefore, 
please consult your local health department for up-to-date guidelines, recommendations, and protocols. 
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2. Definitions 
 
60% alcohol, 60% isopropyl alcohol and 40% water and other ingredients by volume. It is recommended 
that when soap and water are not available to wash hands, a hand sanitizer that contains a 60% solution of 
isopropyl alcohol can effective for disinfecting hands 70% alcohol. 70% isopropyl alcohol and 30% water by 
volume. In this concentration, alcohol kills microorganisms. However, the water is also necessary because 
it acts as a catalyst to destroy the cell membranes and it increases the contact time by reducing the rate of 
evaporation. Recommendation is cleaning surfaces with a 70% solution lighting department or lighting 
personnel. Refers to the production’s MPL crew members (as opposed to the lighting department of the 
rental company). close contact. A) Being within 2 meters or six feet of a COVID-19 case such as while caring 
for, living with, visiting, or sharing a room with a COVID-19 case, or B) having direct contact with infectious 
secretions of a COVID-19 case, such as being coughed on  cleaning vs. sanitizing. Cleaning removes a soil 
from a surface such as a countertop or piece of equipment. Sanitizing is the application of a sanitizing 
agent that reduces the number of pathogens on that clean surface. A sanitizer like an alcohol (isopropyl 
alcohol, propanol, ethanol) destroys disease causing agents, or pathogens, by breaking apart proteins, 
splitting cells into pieces or disrupting a cell's metabolism.  
To sanitize surfaces and equipment:  
1) clean, 2) rinse, 3) sanitize, 4) air-dry or wipe after necessary dwell time dwell time.  
 
A) Dwell time of disinfectant (also called contact time or kill time) is the amount of time disinfectants need 
to remain wet on surfaces to properly disinfect. 
 
B) Sometimes the term is used to refer to the amount of time the virus survives on surfaces face covering. 
A face covering is a cloth material that covers the nose and mouth. New information suggests that a face 
cover may protect others from infection by helping to prevent some spread of droplets that might be 
infectious. A face covering can be secured to the head with ties or straps or simply wrapped around the 
lower face. It can be made of a variety of materials, such as cotton, silk, or linen. A cloth face covering may 
be factory-made or sewn by hand or can be improvised from household items such as scarfs, T-shirts, 
sweatshirts, or towels. Acceptable, reusable face covering options for the general public include a bandana, 
neck gaiter, homemade face covering, scarf, tightly woven fabric such as cotton t-shirts and some types of 
towels, face shield. An item of personal protective equipment intended to protect the wearer’s face from 
hazards including flying objects or splashes, gloves, Synthetic (nitrile rubber, latex) disposable gloves.  
 
Recommendations are wearing gloves when you are cleaning or caring for someone who is sick N95 
respirator. An N95 respirator is a respiratory protective device designed to achieve a very close facial fit 
and very efficient filtration of airborne particles. The 'N95' designation means that when subjected to 
careful testing, the respirator blocks at least 95 percent of very small (0.3 micron) test particles. Purchasing 
a respirator intended for the healthcare setting and health workers (including N95 respirators and surgical 
masks) is strongly discouraged. Medical respirators and surgical masks are worn for protection by 
healthcare staff and those workers who provide care to a person who might have COVID-19 or other 
communicable diseases.  
 
Safety Data Sheet (SDS). Formerly called Material Safety Data Sheet (MSDS) social distancing. Per the 
recommendations, social distancing, also called “physical distancing,” means keeping space between 
yourself and other people outside of your home. To practice social or physical distancing: stay at least 2 
meters or 6 feet (about 2 arms’ length) from other people, do not gather in groups, and stay out of 
crowded places and avoid mass gatherings surgical mask (face mask). A surgical mask is a loose-fitting, 
disposable device intended as a physical barrier to help block large-particle droplets, or splatter that may 
contain viruses and bacteria, keeping it from reaching the wearer’s mouth and nose. In the current 
pandemic, surgical masks are being used as face coverings, primarily to help prevent the wearer from 
spreading the virus. Surgical masks are often referred to as face masks, although not all face masks are 
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regulated as surgical masks symptomatic vs. asymptomatic. COVID-19 symptoms may appear 2-14 days 
after exposure to the virus including cough, shortness of breath or difficulty breathing, fever, chills, muscle 
pain, sore throat, new loss of taste or smell. A person who is asymptomatic lacks any of these symptoms, 
including fever. 
 
3. Brief Overview of the Challenge of COVID-19 
 
3.1 Nature of Coronavirus Spread 
Coronavirus Disease 2019 (COVID-19), which is caused by a virus called Novel Coronavirus SARS COV-2, is a 
highly contagious disease that can be fatal. Infected individuals may carry and shed the virus without 
having any symptoms themselves. An infected person may become symptomatic many days after being 
infected and becoming a transmitter for the disease. Some people remain asymptomatic or have only mild 
symptoms. The virus is transmitted person-to-person via respiratory droplets from an infected person 
projected from the mouth or nose when they breathe, talk, cough, sneeze, laugh, sing, etc. If the airborne 
droplets enter another person’s nose, mouth, or eyes, that person can become infected. An infected 
person can spread the virus to others by working in close proximity. It is possible the virus could also be 
transmitted by people touching surfaces or equipment where viral droplets have settled and then touching 
their own nose, mouth, or eyes. Factors for risk of transmission include how close a person is to an 
infected person, how long they are near the person, whether or not the infected person projects droplets 
in the direction of other people, whether the people are indoors or outdoors (freely ventilated areas like 
outdoors are lower risk). Recent information has indicated that covering your nose and mouth can slow 
the spread of COVID-19 because a person may be contagious and not know it. The recommendations 
cautions that cloth face coverings are not a substitute for physical distancing, washing hands, and staying 
home when ill, but they may be helpful when combined with these primary interventions. Symptoms 
include fever, followed by dry cough, loss of taste or smell, chills, shaking, fatigue, body aches, diarrhea, 
loss of oxygen level in blood, and shortness of breath. According to the recommendations , the respiratory 
virus may be able to live on surfaces for some amount of time. How long it remains contagious depends on 
a number of factors. Figure 1 shows estimates of how long coronaviruses, the family of viruses that 
includes the one that causes COVID-19, can live on different surfaces. For the types of materials used in the 
manufacture of lighting equipment, a 72-
hour quarantine period is considered to reduce 
the risk of transmission to a safe level. 
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3.2 Classifying Worker Exposure 
 
According to recommendations, worker risk of occupational exposure to COVID-19 during an outbreak may 
vary from very high, high, medium, or lower (caution) risk. The level of risk depends in part on the industry 
type, the need of contact within 2 meters or six feet of people known to be, or suspected of being infected 
with COVID-19, or requirement for the repeated or extended contact with persons known to be, or 
suspected of being, infected with COVID-19. To help employers determine appropriate precautions, 
recommendations have divided job tasks into four risk exposure levels: very high, high, medium, and lower 
risk. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The Occupational Risk Pyramid shows the four exposure risk levels in the shape of a pyramid to represent 
probable distribution of risk. Most American workers will likely fall in the lower exposure risk (caution) or 
medium exposure risk levels.  
 
Occupational Risk Pyramid for COVID-19 
 
Very High Exposure Risk - Healthcare workers (e.g., doctors, nurses, dentists, paramedics, emergency 
medical technicians, laboratory personnel, etc.) 
 
High Exposure Risk - Healthcare delivery and support staff, medical transport workers. 
 
Medium Exposure Risk - Medium exposure risk jobs include those that require frequent and/or close 
contact with (i.e., within six feet of) people who may be infected with COVID-19 but who are not known 
or suspected COVID-19 patients. In areas where there is ongoing community transmission, workers have 
this level of exposure risk if their job involves contact with the general public (e.g., family members who 
attend schools, high-population-density work environments, some high-volume retail settings). In areas 
without ongoing community transmission, workers have this level of exposure risk if their job involves 
frequent contact with travelers who may return from international locations with widespread COVID-19 
transmission. 
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Lower Exposure Risk (Caution) - Lower exposure risk (caution) jobs are those that do not require 
contact with people known to be, or suspected of being, infected with COVID-19 nor frequent close 
contact with (i.e., 2 meters or within six feet of) the general public. Workers in this category have minimal 
occupational contact with the public and other coworkers. Recommender provides recommendations for 
each of the risk categories above. Please see Section 9 of this document for more information. 
 
4. Lighting Rental Operations 
 
This section provides operational safety guidance and suggested protocols for lighting rental equipment 
companies, their employees and their customers.  
 
4.1 Providing a Safe Workplace 
Rental companies should take proactive steps to safeguard the health and safety of their staff and their 
customers, as well as implement process updates in order to mitigate the risk of exposure. Some 
important safety practices are listed below. Keep a building log, with contact information when possible, of 
anyone that enters the facility, including employees, customers, and delivery personnel in order to aid with 
contact tracing in the event of a COVID-19 contraction. If possible, confirm with applicable city guidelines 
to determine the maximum number of people that are safe to be in the building/specific areas and work 
within these guidelines. Individuals who have not been approved ahead of time should not be allowed into 
the building in order to keep this number in check. Clearly define and sequester client areas to be safely 
distanced (at least 2 meters or six feet) from employees and other customers. Help identify the proper 
amount of distance that should be maintained, such as with tape or floor signs. Implement health checks 
safely and respectfully and with measures in place to ensure confidentiality in accordance with any 
applicable privacy laws or regulations. Consider establishing routine, daily health checks for employees and 
customers on arrival. Consider thermal scanning or other technologies or establish a reliable system for 
self-reporting before work in order to identify employees or customers that may be ill. Watch for other 
symptoms such as cough and shortness of breath. 
 
A Health Declaration Document may need to be filled out daily or weekly, depending on state or local 
Guidelines. Provide personal protective equipment such as masks, gloves and protective eyewear if 
necessary. 
 
● Provide easily accessible sanitization stations in all common areas of the facility and restrooms 
that may include disinfectant wipes, tissues, and hand sanitizer. 
 
● Increase the frequency of sanitization of high-touch areas. 
 
● Post safety signage in areas of special concern such as high traffic areas, restrooms, hallways and 
client areas. Whenever possible, traffic flow within the rental company should be directed by 
signage so that movement is in one direction only (hallways, stairwells, etc.) 
 
● Require employees to wash their hands often with soap and water for at least 20 seconds 
regularly, upon arrival to work, after using the restroom, any time they exit and re-enter your 
facility, before eating, as well as after blowing their nose, coughing, or sneezing. 
 
● Limit restroom use to one person at a time. If possible, dedicate a restroom for client use only. 
 
● Provide a minimum 2 meters or six feet distancing between employee work areas. If safe distancing 
cannot 
be easily accomplished, consider strategies such as staggered work hours. 
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● Limit the number of employees on site by identifying personnel who must be in the facility in 
order to perform their essential job functions. 
● Reduce and limit common areas and amenities such as public food and beverage stations that may 
encourage unsafe practices. 
 
● Create a written office safety protocol for your employees to read, acknowledge and to follow. 
 
4.2 On-Site Customer Safety Protocol 
 
4.2.1 Introduction 
 
It is important to remember that the best way to mitigate risk of exposure is to limit the number of 
personnel in the office at any given time. Rental companies may consider accommodating a “remote” prep 
option when it is appropriate, to limit the number of people at a location. Remote prep’ means customers 
prepping gear at an off-site space. It should be noted that any “remote” prep will likely result in a longer 
prep and most certainly the need to travel back and forth to the remote location as equipment is added, 
dropped, and/or exchanged. As an example, it is recommended that remote preps are completed an 
additional 48 hours prior to the shoot date so that equipment adds and exchanges can be coordinated with 
the rental company the day before shooting begins. For returns, customers that would like to do an 
equipment “check-in” should be encouraged to do so “remotely”. This process would be identical to an on-
site check-in but at a remote location determined by production. Equipment would then be returned to 
the rental company by a production delivery service and rental company will perform standard check-in 
procedures. 
 
4.2.2 On-site Checkout Procedures 
 
As you welcome customers into your facility, it is important to provide an environment that provides safety 
and comfort for both employees and customers at all times. The following practices are recommended. 
 
4.2.2.1 Prepare Your Facility 
 
Assess the facility and implement proper controls within the workplace: 
 
● Limit customer entrances into the facility and be sure to have clear signage at entrances that states that 
face coverings must be worn. 
 
● Create a designated reception and check-in station where all customers stop upon arrival and cannot 
avoid. Be sure that the customer and employee safe distancing of 2 meters or six feet can be maintained at 
all times. 
 
● Provide well defined customer areas that are safely distanced from employees and from other customers. 
Provide ample signage and implement physical barriers where necessary so that the customer understands 
where they are permitted to go. 
 
● Limit or eliminate customer access to amenities such as coffee stations, lunchrooms and refrigerators. 
 
● Create a customer sign-in sheet that will be maintained by rental company personnel to record name, 
the time and date of arrival, and email or phone number. 
 
● Establish a remote communication method (such as texting or calling from the customer’s own mobile 
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phone) for customers to communicate issues, additions, and exchanges without having to seek out or 
approach rental personnel. 
 
● Create a neutral area where you can provide added or exchanged equipment during a checkout. 
 
● Create an exchanged items area and a process for equipment to be properly sanitized before being put 
back into rental inventory. 
 
● Establish a policy that crew owned equipment, tools and carts will not be handled by rental employees 
and may not be received prior to an equipment prep. All personal crew items must be handled only by 
crew members and must not be left behind after the rental leaves the premises. 
 
● Establish a policy that any rental house equipment that comes into a prep bay will be sanitized and ready 
to be handled prior to arrival. Devise a method to indicate contents of cases have been sanitized. 
 
● No smoking or vaping should be allowed in the facility at any time 
 
4.2.2.2 Prepare Your Customer 
 
● In anticipation of the visit, provide your customer with a written outline of your in-house customer policy 
and a link to the PERG Safe Return to Work Guidelines. Customers should be specifically advised to read 
the proper disinfecting procedures as well as guidelines on proper use of PPE. This will allow them to be 
familiar with proper protocol and know what is expected of them upon arrival. 
 
● Set expectations: Advise clients that more time may be needed for their production team and our 
employees than usual, because of the necessity to follow safe practices. 
 
● Schedule a pre-prep call or discussion with the lighting personnel in order to best accommodate their 
needs and minimize equipment changes and modifications during the prep. 
 
● Schedule all customer visits and work hours in order to prevent overcrowding and do not allow walk-in 
customers until such a time that it is safe to do so. 
 
● Request the names and number of production personnel that will be performing the prep to make 
appropriate space accommodation. 
 
● Discuss strategy for alternating prep days or staggering preps over the course of a day to accommodate 
physical distancing and space needs which may result in longer preps. 
 
● Create digital paperwork and signatures to the extent possible 
 
● Advise the customer of these important details: 
 
-  All production personnel should wear a face covering and will be expected to maintain safe distancing at 
all times. 
 
- Production personnel may be asked to go through a thermal scanner or a temperature taking station. 
 
- Crew-owned equipment, tools, and carts must be properly sanitized prior to being brought into the 
facility and will not be handled by rental employees. These items may not be received prior to an 
equipment prep and must be personally brought into the space by the crew members that will be working 
on site. All personal crew items must be handled only by crew members and must not be left behind or 
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stored after the rental leaves the premises. 
 
-  Crew is expected to bring their own tools in order to perform their work and that sharing tools within the 
shop is not permitted. 
 
 
4.2.2.3 Upon Customer Arrival 
 
● Make sure your customer is wearing a face covering and be prepared to offer them one if they are not. 
 
● If your facility is implementing temperature checks, have them go through the thermal scanner or 
temperature check station. 
 
● Provide them with a verbal code of conduct while on site such as: proper distancing protocol (six feet), 
restroom policies, and customer zones vs employee areas. 
 
● Have lighting crew check in and agree to follow the company and MPL protocols. 
 
● Crew should be introduced to their prep tech who will be the primary person they will interact with 
while at the rental facility. 
 
● While adhering to proper six-foot distancing measures, walk them to the area that they will be working 
in and explain they are not to leave this area unless it’s to exit the building, use the restroom, or head to a 
scheduled lens test. 
 
● Announce their arrival to the staff so that they are aware the customer is in the building. 
 
● To the extent possible, clear hallways, elevators, entrances when outside equipment is being brought in 
so that social distancing can be adhered to while moving carts and equipment into the building. 
 
4.2.2.4 During the Prep 
 
● Review the remote communication methods that you have established in order to communicate issues, 
additions and exchanges without having to seek out or approach rental personnel. 
 
● All items that will be rented and brought to the prep area will be sanitized and pre-scanned to the rental 
contract. The rental employee will not have contact with the equipment thereafter. 
 
● Equipment added during the prep will be scanned and brought to the neutral area for the client to 
retrieve. 
 
● Exchanges will be placed in a bin or designated area. Consider using a two-bin process, one for adds and 
the other for drops. Drops will be removed from the contract and disinfected before being returned to 
their storage area. 
 
● The crew will be responsible to “case out” all of the equipment upon completion of the checkout and 
prepare for the load out without the assistance of rental personnel. 
 
● Rental personnel should avoid entering the prep area while the client is on site unless there is an 
equipment issue that can only be resolved by their direct involvement. 
● Rental personnel should not access the space or room accommodating multi-day preps overnight 
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or in the absence of lighting crew without informing MPL crew. 
 
 
 
 
4.2.2.5 After the Prep 
 
● When the prep is complete and the equipment has left the building, the rental company should fully 
clean and sanitize the space where the checkout occurred. 
 
● Whenever possible, it is recommended to do this after 24 hours, however protocol should be in place in 
order to do this safely inside of that time period if the space will need to be turned over quickly. 
 
● Employees should follow the defined sanitization guidelines. 
 
4.2.3 Alternative Equipment Prep Procedures 
 
In addition to on-site prep, which accommodates customers at the rental facility adhering to strict physical 
distancing and work safety guidelines, other prep methods may be considered. Actual procedures may vary 
depending upon how the production plans to prep and test the equipment prior to shooting. 
A remote prep is when the equipment is picked up or delivered to the production for the lighting crew to 
perform the preparation that would normally take place in the rental company. Prior to the equipment 
leaving the rental facility, it is recommended to carefully review the entire equipment package with the 
appropriate production personnel (MPL crew) via a video call. It is recommended that remote preps are 
completed 48 hours prior to the shoot date so that equipment additions and exchanges can be 
coordinated with the rental company the day before shooting begins. Other potential prep procedures are 
under consideration and discussion with appropriate industry stakeholders. 
 
4.2.4 Equipment Pickups and Returns 
 
The primary challenge during an equipment pickup or return is to minimize the interaction between the 
rental company’s employees and the customer or courier while ensuring a safe transfer of equipment. 
 
4.2.4.1 Prior to Pickup 
 
It is recommended to inform the customer that all equipment exchanges will need to be scheduled in 
advance in order to maintain a safe and orderly environment. For any pickups and returns that must occur 
inside the facility, establish a defined pickup and return zone at the point of entrance for the customer 
along with proper PPE requirement signage. Customers that are picking up gear should not be permitted to 
go outside of this defined area. It is also highly recommended that these customers are not permitted to 
use onsite restrooms, unless a dedicated client restroom can be provided. 
 
Prior to an equipment pickup, the rental company should: 
 
● Schedule the pickup, being careful that it will not overlap with other activities that may cause congestion 
in the facility or on the loading dock. Advise the customer to arrive within a five minute window of the 
scheduled time or to call if they may arrive outside of that window. 
 
● Request and record the names of production personnel or courier service who will be picking up the gear 
in advance. Advise the client that ID of personnel will be checked prior to release of gear. 
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● Advise the customer that all personnel who will be picking up equipment must wear appropriate 
personal protective equipment including a face covering, that they will be expected to maintain safe 
distancing with rental company personnel during the exchange and inform them whether restrooms are 
available for their use. 
 
● Provide an option to enable the production to sign the rental contract and receipt of equipment digitally 
if possible. The rental agreement could be signed prior to pickup to minimize point of contact. 
 
● Rental company employees should be clearly advised on the established equipment exchange protocols, 
wear a face covering and remain 2 meters or six feet away from the customer at all times. In the event the 
customer is not following distancing guidelines or does not have the required PPE, the employee or their 
manager should advise them of the established safety protocols and that they must be adhered to before 
proceeding. Transfer of equipment should occur on a loading bay or at the defined pickup zone. 
 
During the pickup or delivery it is recommended to adhere to the following: 
 
4.2.4.2 Inside Pickups 
 
For inside pickups, all gear should be preloaded on hand trucks or carts and brought to the defined pickup 
zone just prior to pick up time to ensure a prompt exchange. 
 
● Upon arrival, have the production representative provide identification to rental company personnel 
while maintaining a safe distance. The rental company employee should verify the identity of the 
production representative before releasing the gear. If virtual signature was not obtained beforehand, 
have the production representative sign in a safe distancing manner. If pens are used, they should be 
sanitized after each use with disinfectant wipes or gifted to the production representative and not taken 
back after use. 
 
● Ask the production personnel to take the equipment out to load their vehicle and return any hand 
company personnel. 
 
● Once production receives the equipment, a member of the lighting department should verify the 
equipment contents. 
 
4.2.4.3 Outside Pickups. 
 
Rental company personnel will transport the equipment to the edge of the loading dock at the time of 
arrival. 
 
● Upon arrival, have the production representative provide identification to rental company personnel 
while maintaining a safe distance. The rental company employee should verify the identity of the 
production representative before releasing the gear. 
 
● If virtual signature was not obtained beforehand, have the production representative sign in a safe 
distancing manner. If pens are used, they should be sanitized after each use with disinfectant wipes by 
rental company personnel or gifted to the production representative and not taken back after use. 
 
● Ask the production personnel to load the gear into their vehicle. 
 
● The rental company personnel will retrieve any hand trucks or transport carts and bring them back into 
the facility. All handles should be sanitized by rental company personnel after use by others. 
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● Once production receives the equipment, a member of the lighting department should verify the 
equipment inventory is complete and as requested. 
 
 
 
4.2.4.4 Inside Returns 
 
Just before the scheduled time of arrival, the employee will ready any transport hand trucks or carts for 
the production to use and leave them in the delivery zone. Upon arrival, offer production personnel to use 
the hand trucks and carts to load the equipment onto. This provides easy movement of the gear after the 
customer leaves and will reduce time spent by the rental company personnel in the customer zone. The 
customer will bring the equipment into the facility on carts. 
 
4.2.4.5 Outside Returns 
 
At the time of arrival, the rental company personnel will transport any hand trucks or carts for the 
production to load the gear onto. 
 
● Production personnel should be asked to load the equipment onto the hand trucks and carts or into a 
designated area. 
 
● The rental company personnel will bring the equipment into the facility. 
 
● During the pickup and delivery process, if the amount of equipment warrants multiple trips the 
employee must continue to follow procedure of proper distancing until the job is completed. 
Upon completion of the job, the rental company personnel should disinfect any of the common areas and 
equipment used for transport. This includes using disinfectant wipes or solutions to clean surfaces, 
doorknobs, elevator buttons, cart handles, etc. Rental company employees should follow the defined 
sanitization guidelines. When finished handling returned cases and equipment, rental company personnel 
should remove protective gloves (Figure 2) and promptly wash their hands. 
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Figure 2. Safe procedure for removing gloves 
 
4.3 Technical Set Visits 
 
In order to ensure safety of personnel and to protect the quarantined nature of a set, technical set visits 
should be limited at the outset of production resumption. If a rental company employee does need to visit 
a set to provide technical support, the guiding protocols should follow the safety and social distancing 
procedures described in Onsite Checkout procedures section, and the protocols required by the production. 
 
● Contact production for approval for the set visit 
 
● Coordinate the timing of the set visit to prevent overcrowding and minimize interaction with production 
personnel that are on set. 
 
● Coordinate with production to determine that all production personnel will be following PPE and 
physical distancing (2 meters or six feet) guidelines and to adhere to the production’s safety standards. 
 
● Bring tools to set to avoid having to share with production personnel. Wear appropriate PPE on set as 
determined by health guidelines (face protection, gloves, eye protection if necessary). 
 
● Follow social distancing protocols (2 meters or six foot separation). 
 
● Wash and sanitize hands (and PPE if possible), upon arrival to set and as soon as possible following the 
set visit. 
 
4.4 Equipment Return Planning 
 
Before the equipment returns it is important to establish expectations with the customer and they should 
be made aware that additional time will likely be needed to quarantine, receive and clean gear that is 
returned. Therefore, it may take additional time to notify the customer of any lost or damaged equipment. 
It is recommended that rental companies review their terms and conditions to consider modifying them to 
ensure they have allocated enough time in their procedures to ensure safety for both crew and employees. 
It should also be established with the customer in advance how they will wrap the package for return. 
Whenever possible the customer should be encouraged to perform a remote wrap, meaning that they 
should remove all personal gear from the package, perform an inventory of the gear to be returned and 
return only equipment that belongs to the rental company. The rental company should make it clear that 
no personal items such as carts, tools, equipment or other items not owned by the rental company are 
permitted to return to the rental facility. If the customer cannot perform a remote wrap of the equipment 
before returning they must get approval from the rental company prior to returning and establish how the 
process will be handled. An on-site wrap is a process where the rental company will allow the customer to 
wrap the equipment at their facility. It is recommended to follow the same procedures outlined in the On-
Site Checkout section above. 
 
● All personal items must be handled only by the MPL crew. 
 
● All personal items must leave with the MPL crew. 
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4.5 Equipment Check-in Procedures 
 
It is recommended that rental companies determine their own best practices and safety protocol of 
scanning and checking in equipment by employing a combination of quarantining and disinfecting 
strategies in order to ensure safety for their employees. These methods should be advised by the 
information that is provided in this document, and the following important details should be well 
considered. 
 
● Scan-in should be performed by a single employee in order to provide for proper distancing in the 
returns area. Proper PPE should be worn. 
 
● Clear methods should be established for disinfecting and wiping down cases and equipment if an ample 
quarantine period is not possible. 
 
● All employees performing scan-in and returned equipment testing tasks should be well informed of 
which cleaning and disinfecting products are safe to use for various applications. Information and 
reference material is provided within this document and includes: 
 
-  General recommendations for sanitization 
-  General recommendations for cleaning 
 
- Manufacturer guidelines 
 
-  General information regarding COVID lifespan on surfaces. 
 
4.6 Disinfecting and Cleaning Equipment 
 
It is important to understand that disinfecting and cleaning are two separate processes. Disinfecting is a 
process that uses a chemical designed to destroy microorganisms like viruses and bacteria. Cleaning 
removes dirt, grease, dust and other contaminants. The information below represents general guidance to 
disinfect and clean professional motion picture equipment while there is risk of transmission of COVID-19. 
 
4.6.1 Key Cleaning Points 
 
It is recommended to disinfect all equipment surfaces where possible, with special attention to high-touch 
areas of the equipment. Beyond the disinfection process, standard cleaning practices should also be 
followed. The cleaning process should be well considered so that the equipment is not harmed by 
increased cleaning. It is important to remember that this process is critical in order to ensure the health 
and safety of rental company employees and customers. In addition, when presenting equipment to the 
customer all equipment should be organized, free of debris, loose tape, labels, dirt and dust in order to 
provide reassurance that nothing has been overlooked in the process. Some critical areas of importance 
when disinfecting equipment are listed below cases. The entire light body, exterior surfaces and most 
importantly all handles, buttons, touchscreens, battery levers and all functional touch points. Also, lighting 
hand grips and all other accessories that are attached to the lighting manually must be disinfected. The 
entirety of all lenses including all exterior operational surfaces and handgrip servo systems lens elements 
should be disinfected with 70% isopropyl or 70% ethyl alcohol. Monitors and touchscreens, LCD and OLED 
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monitors screens should be wiped down with a clean microfiber cloth and a PH neutral alcohol free, 
ammonia free, and solvent free cleaning solution free from luorine. Apply spray on cloth and clean as 
necessary with very light pressure on the display screen. Do not spray solution directly onto the LCD or 
OLED panel. An appropriate OEM/aftermarket clear screen protector is highly recommended. All exterior 
surfaces as well as all buttons, the screen and connectors should be disinfected batteries and all exterior 
surfaces. All exterior surfaces may be disinfected with standard products. ALWAYS. 
● Disinfect the eyepiece of a lighting or any mechanism for viewing before putting your eye to the 
eyepiece. 
 
● Wear a face covering and gloves when disinfecting and cleaning lighting equipment. 
 
WARNING - If the facility or stage where the lighting equipment is being used utilizes an aerosolized 
electrostatic cleaning procedure, it is critical to pack equipment into sealed cases or cover all lighting 
equipment. 
 
WARNING - When cleaning equipment, saturate the microfiber towel with a cleaning agent, rather than 
directly applying it to the equipment. Direct application can seep into sensitive areas of the equipment and 
create damage. 
 
4.6.2 Products for Disinfecting 
 
See the appendices of this document for manufacturer recommendations for cleaning and disinfecting 
equipment. It is important to be aware of which disinfecting products are safe to use on lighting 
equipment in order to be sure that you do not damage the gear. A partial list is given below. 
 
● 70% isopropyl alcohol is a good, readily available solvent for disinfecting in most applications but it can 
damage some surfaces such as circuit boards and painted surfaces. 
 
● 70% ethanol is safe to use on most surfaces. 
 
WARNING - DO NOT use any strong or aggressive cleaning agents such as Methanol, Acetone, Benzine, 
Acids, or Bleach on lights, lighting accessories, or lenses as they may damage optical coatings, equipment 
housings and LCD screens, electronics and many other surfaces. A bleach solution may be used on cases, 
for example. 
 
4.6.3 Cleaning References 
 
Recommended Disinfectants Safe for Electronics 
 
● Clorox Disinfecting Wipes 
● Clorox Healthcare Bleach Germicidal Wipes 
● Clorox Commercial Solutions Hydrogen Peroxide Cleaner Disinfectant Wipes 
● Lonza Disinfectant Wipes 
● Lysol Brand Clean & Fresh Multi Surface Cleaner (20% cleaner solution to water ratio) 
● Purell Professional Surface Disinfectant Wipes 
● Sani-Cloth Prime Germicidal Disposable Wipes 
 
DO NOT use the following materials when cleaning/disinfecting electronics: 
 
● Isopropyl Alcohol at concentration > 70% 
● Methyl Alcohol or Ethyl Alcohol at concentration > 35% 
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● Thinner or benzine 
● Strong alkalines 
● Strong solvents 
● Acids 
● Detergents with fluoride 
● Detergents with ammonia at concentration > 1.6% 
● Abrasive cleaners 
● Detergents with abrasives 
● Formula 409 
● Steel wool 
● Sponges with abrasives 
● Steel blades 
● Cloth with steel threads 
 
5. Lighting & Grip Rental Operations 
 
The intent of this section is to provide operational safety guidance and suggested protocols for lighting and 
grip rental companies, including information and guidelines for safe cleaning and sanitization of lighting 
and grip equipment used in the production marketplace. These Guidelines observe requirements. 
Productions of all sizes require at least some type of lighting and grip equipment independent of the 
equipment provided specifically for lighting. This equipment can be light fixtures, cable, portable power 
distribution, stands, clamps, textiles and much, much more. Often, this equipment can make up the largest 
amount of gear available on a set, and is handled by many members of the crew. Keeping the equipment 
clean and sanitized to the standards recommended by health and safety advisors and recommendations is 
critical for the protection of talent, crews, production management and rental company personnel. It is the 
respective responsibility of the rental staff, vehicle drivers, and the production crew handling the 
equipment and other transported materials to follow all agreed safety procedures. 
 
5.1 Employee Protective Measures 
 
● Employees should practice safe physical distancing at all times while doing their jobs. 
 
● Additional protective measures may be in order to encourage physical distancing in the warehouse, for 
example plexiglass “walls” or moving “racks” should be considered to separate employees who may be 
working in close quarters while pulling or returning equipment to racks.. 
 
● PPE for employees should be provided by the rental company and should be worn at all times while at 
work. This may be nothing more than an approved face covering or mask with gloves or may involve more 
extensive PPE depending on the rental company or local and state guidelines. 
 
● It is suggested employees should be asked to bring their own food from home or the rental company 
may elect to provide boxed, individual lunches and restrict employees from leaving during the day to avoid 
cross contamination. 
 
● Floor markings and arrows may designate safe areas, safe distances, or a specific traffic pattern around 
the building and/or warehouse racks to ensure physical distancing is achieved as much as possible. 
 
● Safety Data Sheets (SDS) should be made available for all cleaning and disinfecting products being used 
during this time. 
 
● Require employees to wash their hands often with soap and water for at least 20 seconds regularly, 
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upon arrival to work, after using the restroom, any time they exit and re-enter your facility, before eating, 
as well as after blowing their nose, coughing, or sneezing. 
 
● Work areas should be cleaned and sanitized before the start of the shift, during, and then again at the 
end of every shift. 
● Shifts may be staggered to allow for a smaller number of people inside the building at any one time. 
 
● Acrylic or plexiglass shields may be placed in office or work areas where employees talk to one another 
or come in contact with crew. 
 
● The employer should provide a logbook or digital log for both employees and crew to log in and log out 
when entering and leaving the building. If pens are used, they should be sanitized after each use or kept 
with the employee. 
 
● Consider thermal scanning or other technologies in order to identify employees or customers that may 
be ill upon arrival. A Health Declaration Document may need to be filled out daily or weekly, depending on 
state or local guidelines. 
 
5.2 Equipment Pickup and Returns 
 
The primary challenge during an equipment pickup or return is to minimize the interaction between the 
rental company’s employees and the customer or courier while ensuring a safe transfer of equipment. 
Equipment pickups should take place either outside the facility or in a neutral and controlled area like a 
loading dock. Precautions should be taken so non-employees do not enter the building. It is recommended 
that all rental paperwork to reviewed and “signed” digitally. If non-employees must enter the rental area 
to collect equipment, or review a rental order, then proper PPE should be worn, and safe physical 
distancing should be practiced. Pickup or Will Call desk should have acrylic or plexi protective shields in 
place, and employees should be able to conduct their job while maintaining safe physical distancing. Floor 
markings should indicate the proper distance, and floor traffic patterns should be in place. When delivering 
to a location, the driver should remain properly distanced from crew at all times. Equipment should be 
taken to the gate, or the back of the truck, where the crew can collect with the driver at a safe distance. 
Employee drivers should wear recommended PPE at all times when working around crew or other set 
personnel, at minimum a face covering or mask. Gloves should be work for handling non-sterilized or 
contaminated equipment. Only rental company personnel should load equipment into vehicles on check 
out. For delivery, only a minimal number of personnel should load the sanitized equipment into the vehicle 
at the facility’s loading dock. Personnel should maintain physical distancing and wear appropriate PPE. On 
return, it is recommended only a minimal production crew, appropriately suited with PPE, bring the 
equipment to the vehicle liftgate or tailgate after the cargo is sanitized at the location or stage. On return 
to rental facility only rental company personnel should unload the vehicle. If feasible, all paperwork should 
be digitized to eliminate an additional touch point both with the paper and pen. If a pen is used, it should 
be sanitized after use. 
 
5.3 Disinfecting and Cleaning Equipment 
 
It is important to understand that disinfecting and cleaning are two separate processes. Disinfecting is a 
process that uses a chemical designed to destroy microorganisms like virus and bacteria. Cleaning removes 
dirt, grease, dust and other contaminants. 
 
All equipment should be sanitized per manufacturer's recommendation before being placed back on the 
shelf, so that everything on the shelf is clean and ready. Rental companies should create a work-flow that 
does not allow incoming “used” equipment from production to be cross-contaminated with sterilized 
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equipment that is being pulled for an order. If time permits, designate a quarantine area for “used” or non-
sterilized equipment. It is recommended that equipment either be appropriately sanitized or be 
quarantined for up to 72 hours by the rental company before being checked in and put away. If 
quarantined, the production should be advised that there will be a delay in determining if there was loss or 
damage on a rental. 
In addition to wiping equipment with an appropriate solution like isopropyl alcohol, and/or other approved 
disinfectants, the rental company may also use an electrostatic sprayer to disinfect the equipment. Section  
5.6.3 lists recommended disinfectants safe for electronics, but see also the appendices of these Guidelines 
or check with the original equipment manufacturer (OEM). When there isn’t a sufficient method to sanitize 
a piece of equipment, like a textile for example, the equipment should be quarantined for at least 72 hours. 
When applicable, once equipment is sanitized, a tag or sticker should be placed on the gear to indicate that 
it was cleaned and when. In addition, certain items may be sealed in bags, and dated to further indicate 
that cleaning has taken place. Large quantities of equipment can be marked clean in bulk, like clamps or 
hardware in a milk-crate. Prior to cleaning the various surfaces of the equipment with sanitization products, 
it is recommended that the manufacturers SDS product sheet be reviewed. Certain surfaces may require 
different sanitizing products to protect from damage. There are wipes that do not contain bleach that may 
disinfect without surface damage. Disinfecting solution dwell times vary by product and should be based 
upon OEM recommendations. It is important not to wipe sanitizing products until full dwell time has been 
met. If aerosolized disinfectants or electrostatic sprayers are used, caution should be taken with globes 
and electronic components. Check with manufacturer recommendations prior to using solutions following 
manufacturers procedures. 
 
5.4 Equipment Check-Out/Check-In Procedures 
 
It is highly recommended at this time, that all non-employees be restricted from entering the rental facility. 
Equipment check-outs can be handled by rental-company employees and then rechecked by the crew at 
the location. A strict no-contact rule should be in place where employees are not to come in contact with 
crew. In situations where crew is allowed in the building, the following is recommended: 
 
● It is recommended that face coverings or masks be worn at all times, as well as appropriate PPE for the 
task at hand which may include gloves, face shields, and protective eyewear. PPE may be made available 
by the rental company and/or sold through their expendable channels. 
 
● Safe physical distance should be practiced between crew and employees as well as crew with other crew 
members. 
 
● Crew quantity may be limited by the rental company, and it is recommended that any crew be kept to 
the absolute minimum for the task. 
 
● Wash and sanitization stations should be present for crew. 
 
● Crew should only work in their designated check-out area, and should not be allowed access to the rest 
of the facility. 
 
● Crew should sign in upon entering the facility, and sign out when leaving. This may be a digital or paper 
log. If paper, then the pen should be sanitized after each use. 
 
● It is suggested that crew should be asked to bring their own food from home or the rental company may 
elect to provide boxed, individual lunches and restrict crew from leaving during the day to avoid cross 
contamination. Equipment may be checked out and/or delivered so that a minimum 72-hour quarantine 
window can be achieved. For larger shows requiring drop loads, equipment may be requested for those 
locations well in advance, minimally one week, with multiple drop loads being requested with a single 
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delivery. Crew areas may be separated from other areas or other crews by movable acrylic or plexiglass 
“walls” or other barriers. 
 
 
5.5 Sub-Rentals/Crew Equipment 
 
The pickup or delivery of sub-rentals should be scheduled for a specific time window to minimize contact 
with other people. Outgoing sub-rented equipment should come back to the rental company first and go 
through the return cleaning protocol before it is made available to the crew or be marked for pick up or 
delivery. Crew equipment billed through the rental company should follow the same procedures as 
outgoing sub-rented equipment in order to maintain safety. Crew equipment not being billed through the 
rental company may not be allowed in the facility. 


